The Model 11045A DC Divider is designed to be used
in conjunction with the @& Model 410C Vacuum Tube
Voltmeter to extend the voltmeter range to 30,000
volts. This extended range is useful for measuring the
high dc voltages encountered in television receivers.

SPECIFICATIONS
Accuracy: +5%

Division Ratio: 100:1
Maximum Voltage: 30.kv
Input Impedance: 10, 000 megohms

Maximum Current Drain: 3 microamperes

Overall Dimensions: 14-1/2 in. long x 2 in. diam.

Weight: 1/2 1b.

CAUTION

This divider is used to measure voltages which
are dangerous tolife. Be surethe voltage source
and the Model 410C Voltmeter ""common'' connec-
tion are connectedtogether, and to a good ground

ground the portionof the divider betweenthe insu-
lated collar and the tip. MAXIMUM VOLTAGE
THAT CAN BE SAFELY MEASURED IS 30, 000
VOLTS. DO NOT EXCEED.

PROCEDURE.

To connect the divider to the voltmeter:

1. Unscrew bakelite cap. Slip cap over dc probe

onto cable.
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through a low resistance path. Do not touch or |

11045A

2. Install coil spring furnished with divider on dc
probe cable by inserting the cable between the
first and second coils of the spring. Rotate the
spring so that it threads itself onto the cable.

3. Push the spring against the knurled cap onthe end
of the dc probe, seat the other endof the springin
the cup of the cuppedwasher. Slipthe flat washer
over the cable back of the cupped washer. The
mouth of the slots in the washers should be 180
degrees apart.

4. Insert the probe in the rear of the divider with
probe tip seated in the jack within the divider.
Screw the cap to hold the dc probe securely in
place.

5. Turn onthe Model 410C and set to the proper range.
Connect the voltmeter groundlead tothe equipment
to be measured and observe the CAUTIONS set
forth above.

NOTE: When making voltage measurements it is

necessary that the divider remain connected to the

voltage source until the voltmeter indication stabi-
lizes. The time required will depend onthe humidity
oftheair inthe vicinity of thedivider. Thistime may
vary from a few seconds to several minutes.
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Schematic Diagram of Model 11045A
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